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Air-Cooled Water Chilling Packages
AHRI Standards 550/590 and 551/591

CONFIGURED WATER COOLED

SC R EW I
CHILLERS Elevate Your Green Quotient.

WITH VFD /4 Enhance Your Savings.
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A paradigm shift in energy savings

Here's something that will set a new standard for Screw Chillers across the entire spectrum of
operating parameters: The new Blue Star Configured VFD Water Cooled Screw Chiller range driven
by variable frequency drives and certified by the AHRI, are 30% more energy efficient than regular
chillers, which means they give you significant savings while taking a big step towards conserving
the environment.

These VFD Screw Chillers are brought to you by India's largest central air conditioning company,
Blue Star, which has been providing expert cooling solutions for over seven decades now. As

a leader in the industry, Blue Star has been manufacturing a wide range of Scroll, Screw and
Centrifugal Chillers, which are cooling many critical applications across the country, such as
hospitals, airports, green buildings, hotels, malls, etc.




Chillers exceeding international standards

Due to the huge skew between supply and demand in the power sector, governments across the globe
have stipulated energy codes for chiller compliance to ensure that large buildings are energy - efficient.

Blue Star's entire range of Configured VFD Screw Chillers don't just meet but go well beyond the
stipulations of even the most severe international standards like ECBC and ASHRAE 90.1 both at
Full and Partial Load, providing superior energy saving for efficiency conscious owners and green
building applications. These chillers also use the environment - friendly R134A refrigerant, making
them further eco-friendly.

ECBC Standards
Equipment Class Minimum COP | Minimum IPLV Test Standard
<530 kW (< 150 tons) 47 5.4 ARI 550/590-1998
Rotary Screw and
Scroll Compressor, > 530 and < 1050 kW
’ 54 6.17 ARI 550/590-1998
Water-cooled Chiller (= 150 and < 300 tons)
> 1050 kW (= 300 tons) 5.75 6.43 ARI 550/590-1998

ASHRAE 90.1 2010 Standards (Path B)

Equipment Class Minimum COP | Minimum IPLV Test Standard

> 75 tons

and < 150 tons <0.79kW/ton <0.586 IPLV
Water-cooled, > 150 tons
electrically operated, and < 300 tons <0.718 kW/ton <054 IPLV AHRI 550/590

positive displacement
> 300 tons <0.639 kW/ton <049 IPLV




Limitations of conventional Screw Chillers

Traditionally the part load performance of screw chillers is modulated through a slide valve
mechanism which controls the rate of compression of refrigerant in the compressor and thereby
the cooling capacity. Because of its inherent design limiting compression ratios, the slide valve
invariably either over-compresses or under-compresses the refrigerant, resulting in:

« Loss of efficiency
« Higher power consumption
« High starting current

Blue Star's latest Configured VFD Screw Chillers

In order to provide the best-in-class performance and to deliver the most energy-efficient chillers.
Blue Star has launched the latest VED-driven Screw Chillers wherein not only the frequency of
the compressor is continuously modulated but also has variable comparison ratios to match the
chiller load to achieve precise capacity control and hence achieve maximum power savings.

Blue Stars latest Configured VFD Screw Chillers achieve significantly high energy savings that are
unheard of so far. The energy consumption achieved is as low as 0.349 IPLV and COP as high as
5.8.This quantum leap in savings in energy cost over the chiller's total life cycle is designed to be
the new benchmark in the industry.

Applications like large hospitals, hotels, malls, etc,, are typically provided with positive
displacement screw compressors, in order to maintain the required comfort. These chillers
operate at part loads for a vast majority of time in a calendar year because of varying ambient and
internal load conditions.



Compressor Power Vs. Capacity (Load)

A

100% T
90% T
80% T
70% T
60% T

50% T
Energy Savings

40% 1 1

30% T
20% T
10% T

0% ; : : : ; ; ; : : >
0% 10% 20% 30% 40% 50% 60% 70% 80% 90% 100%
CAPACITY

POWER

I Normal Screw Chillers
I Configured VFD Screw Chillers

Salient features of Blue Star Configured VFD Screw Chillers

Twin Screw specifically designed for Variable Frequency Drive

The Blue Star VFD-driven semi-hermetic screw compressor has the simplest design with just two
moving parts, the male and female screws. These compressors, tested in accordance with AHRI
standards, offer the following benefits:

Advanced 5-6 patented profile and precision
design for optimum modulation of volumetric
ratios results in high efficiency at all operating
conditions of the chiller

Separate radial and axial force bearings
enhances the chiller's life

Two-level protection for compressor safety ensures maximum compressor performance,
even after running 1 lakh hours under heavy operating conditions

Unlike a mono screw, in Twin Screws there is no direct contact between the gate rotor
and main rotor which eliminates wearing out of rotors and thereby the corresponding
frictional loss, resulting in increased efficiency
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Wide range

Blue Star offers a complete range of Screw Chillers fitted with highly reliable variable frequency
drives starting from 90 tons (316kW) to 380 tons (1336kW) offering great advantage compared to

conventional Screw Chillers.

The performance of these chillers is fully validated by AHRI for the complete range, covering all

the models offered.

Minimum starting current

Conventional chillers typically consume

a very high starting current (3-4 times)
compared to that of VFD chillers. Following
are the benefits of VFD chiller because of
the lower starting current:

« Much smaller electrical ancillaries/
accessories needed including
generator backup

« No need for expensive soft starters to
avoid initial spike in current

- High power factor resulting in higher
transmission efficiency and thereby
further lower power consumption

4x

Starting
Current

Conventional Screw Chiller

Blue Star VFD Screw Chiller

Configured

Time




AHRI certification

VFD Screw Chillers are manufactured at Blue Star's own ISO 9001- certified modern facility. All
these chillers are certified by the international rating body AHRI (Airconditioning, Heating and
Refrigeration Institute). Blue Star has India's only precision testing facility certified by AHRI to test
and rate all the chillers manufactured by us.

Internationally, AHRI-certified test facilities for Water Cooled Screw Chillers are for ranges above
200TR. However, AHRI has recently announced that they can check, verify and certify the
performance of chillers in the sub - 200TR range if the chiller manufacturers are willing to do so.

Subsequent to this announcement, Blue Star has volunteered to get the entire range of VFD Screw
Chillers manufactured by them tested and certified by AHRI for both full and part load operations.
That means the whole and wide range of Blue Star VFD-driven Screw Chillers from 90 tons to 380
tons are fully certified by AHRI for performance.

Capacity : 36-200TR - Air Cooled Return Air Chamber
50-400TR - Water Cooled . . .
Y A _ /—Condltlomng Facility Equipment
Standard : EN 14511; ARI 550/500 o L %oy, TorAirCooled Chiller

Ambients : 10°C~55°C

AIR COOLED CHILLER
TEST AREA

Control Room Area
Discharge Air Chamber

by .
i-— Cooling Towers
| \.\

Air Cooled Test
Chamber

Water Cooled Chiller
Under Test

Flow Meter Rack
Pipe Supports

WATER COOLED CHILLER
TEST AREA

Mixing Tank 2 Nos

Conditioning Facility Equipment
for Water Cooled/Air Cooled Chiller
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Light-weight, compact and service-friendly design

Blue Star Configured VFD Screw Chillers are simple in design. These chillers are compact and light
in weight which enable easy handling of these chillers both during installation and service. A
typical 380 ton VFD-driven Screw Chiller is as much as 25% to 30% less in overall size and weight
compared to a conventional chiller. These features help in freeing up valuable floor space.

Lower sound levels

VFD compressors running at part-load conditions have lower sound levels than

single-speed compressors.

Compressor speeds can also be programmed to reduce noise at desired times such as mornings

and evenings.

Wide range of applications
Process and industrial applications would require maintenance of chilled water temperatures
throughout the year. Blue Star VFD Screw Chillers designed with advanced control logic can
provide designed chiller performance even at 15°C condenser water entering temperature which
may prevail during low ambient conditions.
Conventional chillers are not designed to
operate at such low ambient conditions.




Specially designed Variable Frequency Drive (VFD)

Blue Star Configured VFD Screw Chillers are equipped with
state-of-the-art Variable Frequency Drives designed to deliver
maximum output at ambient temperatures up to 50°C.

Our drive sets new standards with a minimum 98% efficiency
at full load. This reduces initial costs and operating costs due to
the smaller heat load airconditioning requirement in the switch
room/plant room, thereby maximising energy efficiency.

Advanced Controller

Blue Star VFD Screw Chillers are fitted with a microcontroller which provides flexibility with set
points and control options that can be selected, both prior to commissioning of the system and
when the unit s live.

Salient features of the Control panel

Dynamic data logging of readings
(1020 sets of readings)

Trending facility to analyse chiller operating
data for maximum energy savings and
enhancing machine uptime

Direct communication through
RS-485 to MODBUS

Power supply of 230V AC

Graphic display, clear and simple language of information

Scheduling to facilitate auto operation
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Option to upgrade the memory of the controller up to 2GB via a flash card




Other Key Features
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Real-time clock with battery backup to retain data in controller memory during power failure

Storage of operating data for 99 trippings to facilitate troubleshooting

Remote monitoring of the chiller facilitated

Real-time performance monitoring module with display in the controller for important
parameters: « Cooling Capacity (tons)  Power (kW) « kW/tons « Evaporator flow

Display of Evaporator Approach Temperature to help in the monitoring of the
Evaporator's performance

KWh counter meter to monitor electricity units consumed by the chiller

Cooling capacity modulation governed by advanced Rate of Change (ROC) control logic
which continuously monitors the water-leaving temperature over period of time and
controls the speed of compressor through VFD and mass flow through the expansion device

Non-volatile memory backup for all set points

Automatic power failure reset

Password protection at 3 levels, i.e. User, Service & Factory, with access of various
parameters authorised through each login

Touch-screen facility available as an option






VRF V Plus - 100% VRF System VRF IV S - Side Discharge VRF System VRF Sprint - Pre-piped VRF System
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Inverter Ducted Splits & Packaged ACs & Ducted Splits Water Cooled Centrifugal Chillers
Packaged ACs

Turbocor Chillers Water Cooled Screw Chillers with VFD Water Cooled Screw Chillers
Configured Series.

Air Cooled Configured Air Cooled & Water Cooled Process Chillers
Screw Chiller - High Efficiency Series Condensing Units
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NOBODY COOLS BETTER"

DbssGO]  OR Code - Blue Star Blue Star Customer 1o know more about Blue Staf vist 24X7 CUSTOMER CARE
W Customer Care SMS “SERVICE” to 57575 Care Mobile App on J,’ www.bluestarindia.com, email us at (Toll Free) 1800 209 1177
N coolingsolutions@bluestarindia.com 1860 266 6666
Mobile App or SMS 'COOL’ to 57575

App Store & Google Play

For more information, please contact BLUE STAR LIMITED Ahmedabad: 301 & 302, (3rd Floor), Abhishree Avenue, (Near) Nehru Circle, SM Road, Ambawadi, Ahmedabad - 380 015.Tel: (079) 40224000 Bengaluru: Anjuman
KAY A R R Tower No - 28, Ward No 77, Mission Road, Bengaluru - 560027. Tel: (080) 41854000 Bhubaneshwar: 3A, Satya Nagar, 2nd Floor, Bhubaneshwar - 751 007. Tel: (0674) 2572403 / 2573670 Chandigarh: Adarsh Mall,
4th Floor, Plot No. 50, Industrial & Business Park, Phase - Il, Chandigarh - 160 002.Tel: (0172) 5024000 Chennai: KRM Plaza, No 2, Harrington Road, Chetpet, Chennai - 600 031.Tel: (91) (44) 42444000 Coimbatore : Excellence
No 104, Ground Floor,Race Course Road ,Coimbatore 641018, Tel : (44) 4344 4100 Ghaziabad: C 53A, Third Floor, Rajnagar District Center (RDC), Raj Nagar, Ghaziabad - 201001, Uttar Pradesh. Tel No: (0120) 2821400 Goa:
210, 2nd Floor, Gera's Imperium |, Patto, Panjim, Goa - 403 001. Tel: (0832) 2438171/2437287 Gurgaon: Vatika Atrium, 6th Floor, Golf Course Road, Sector 53, Gurugram - 122 002 (Haryana)Tel: (0124) 409 4000 Guwahati:
Qasis Plaza, Dr. B. Baroah Road, Ulubari, Kamrup, Guwahati - 781007.Tel: (0361) 2468496 Indore: No. 502, Maloo-01, 26/C, Scheme No. 94/C Ring Road, Indore - 452 010 Tel: (0731) 4001211 / 4001311 Jaipur: A-19, st Floor,
Main Sahakar Path, Near Sahakar Bhavan, Jaipur - 302 001.Tel (0141) 2744033-35 Kochi: 2nd Floor, Millennium Plaza, MKK Nair Road, Alinchuvadu Junction, Kochi - 682 024. Tel: (0484) 4499000 Kolkata: Ecocentre Business
Tower,11th Floor, Unit No: 1&2 Plot No 4, EM Block,Salt Lake,Bidhannagar, Kolkata 700091, Tel : (033) 40815400 Ludhiana: 5th Floor, Sandhu Tower - Il,Gurudev Nagar, Ferozpur Road Ludhiana - 141 001 (Punjab),Tel : (0161)
506 4000 Lucknow: 177/4, Faizabad Road, Lucknow - 226 007.Tel: (0522) 4034000 Mumbai: Blue Star House, 9-A, Ghatkopar Link Road, Saki Naka, Mumbai - 400 072.Tel: (022) 66684100 Nagpur: 219, Bajaj Nagar, 1st Floor,
South Ambazari Road, Nagpur - 440 010. Tel: (0712) 2249000 / 6624000 Pune: 201/A, Nityanand Complex, 1st Floor, 247/A, Bund Garden Road, Pune - 411 001. Tel: (020) 41044000 / 26169332 Raipur: Alaska Corporates, 3rd
Floor, Opp. VIP Road, Jivan Vihar Colony, G E Road, Raipur, Chhattisgarh - 492 006. Tel: (0771) 6544000 Secunderabad: Ashoka Raghupati Chambers, No 1-10-60 to 64, (4th Floor), S P Road, Begumpet, Hyderabad-500016
Telangana. Tel: (4044) 004000 Thiruvananthapuram: TC IV/962, ‘Chandrika; Sree Chitra Nagar, PipeLine Road, Kawdiar, Thiruvananthapuram - 695 003. Tel: (0471) 2720025 / 65 Vadodara: Ramakrishna Chambers, 7th
Floor, Productivity Road, Alkapuri, Vadodara - 390 007.Tel: (0265) 2330334/6614100 Visakhapatnam: D. No.49-24-65/1, Near Sankarmatam Road, Madhura Nagar,Visakhapatnam -530 016. Tel: (0891) 2748405 / 2748433
Vijayawada: No. 40-1-62, Nagas Hafeez Plaza, Opposite to Grand Modern Super Market, Near BENZ Circle, MG Road, Vijayawada - 10Tel: 0866 2484004

email: coolingsoluti bl india.com Visit us at: www.bluestarindia.com or SMS‘COOL’ to 57575




